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ES8GFX2GTX        8x 1000FX SFP + 2x 10/100/1000TX Ethernet Switch 

      

Features 
Model ES8GFX2GTX is a US made 10 port GigE compact 8x 1000Base-SX/LX/BX SFP + 2x 10/100/1000TX 
RJ45 Ethernet switch. Multiple SFP Fiber Port Switch for extended range critical networking application. 
The device is powered by either 12Vdc wall mount power adapter or 24Vdc panel power supply. The 
Ethernet switch, with its advanced features and functions, provides eight 1000 Mbps SFP Fiber ports, two 
10/100/1000 Mbps RJ45 ports in a rugged strong steel case with wings for easy mounting, designed to 
operate quietly and effectively as it is fan less, and comes with optimal power output capability. It can 
provide non-blocking switch fabric and wire-speed throughput as high as 20 Gbps in the temperature 

range from -10 to 60 C without any packet loss and CRC error, which greatly simplify the tasks of 
upgrading the enterprise LAN for catering to increasing bandwidth demands.  ES8GFX2GTX is specially 
designed for service providers to deliver profitable long-distance Ethernet network. 
 

• 10 Port GigE LAN Switch. 

• 2x Auto-Negotiating 10/100/1000TX Ethernet Ports. 

• 8x 1000FX SFP Ports, Multi-mode, or Single-mode. 

• Half duplex/full duplex on all copper ports. 

• IEEE 802.3X Flow Control and Back Pressure. 

• IEEE 802.3 10BASE-T  

• IEEE 802.3u 100BASE-TX/100BASE-FX  

• IEEE 802.3ab Gigabit 1000T  

• IEEE 802.3z Gigabit SX/LX 

• Wire speed Layer 2 switching performance.   

• Full wire speed store and forward.  

• Energy efficient design.  

• Auto MDI/MDIX on copper ports.  

• Error packets eliminated by data filtering at full wire speed.  

• Automatic MAC source address learning and auto aging.  

• Non-blocking switching architecture to forward and filter packets at full wire speed for 
maximum throughput.  

• Panel mountable, Plug and Play.  

• 20 Gbps switching capacity.   

• Capable of processing jumbo packets for large data transfer.   

• Designed & manufactured in the USA. 
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Specifications 

Standards 
 
Protocol 

IEEE 802.3, IEEE 802.3u, IEEE 802.3ab Gigabit Ethernet,  
IEEE 802.3x Flow Control, IEEE 802.1p QOS  
 
CSMA/CD, TCP/IP 

  

Connectors 8 SFP 1000Mbps, RJ-45 10/100/1000TX switching ports   

Cable Requirements 

50/125μm Multimode Duplex MM Fiber Optic Cable for 
QSFP+/SFP+ Transceiver 
 
Gigabit Ethernet: 4-pair UTP Cat.5 plus, up to 328ft/100m 

  

Switch Architecture 
 
Switch Fabric 
 

Store and forward 
 
20 Gbps / non-blocking 
 

  

Data Transfer Rate 

 
Gigabit Ethernet (GigE): 2000 Mbps (Full Duplex) 
 
  

  

MAC Address 
 
MAC Address Learning 

8K 
 
Self-Learning, Auto Aging 

  

Buffer Memory 
 
Filtering & Address Table 
 
Packet Filtering/Forwarding Rate 

256Mb  
 
8K  
 
Full Wire Speed 

  

Diagnostic LEDs 

Per Unit 3: (1) Power, (2) 12 Vdc power jack, (3) 24 Vdc terminal 
block 
Per Port: SFP Link Speed 
RJ45: (1) Link/Activity, (2) 1000TX 

  

Dimensions 200 x 120 x 23 mm (L x W x H). Total width with wings: 220 mm   

Power  
 
Power Consumption 
 
Temperature 
 
Humidity 
 

DC jack: 12Vdc @ 2A   
Terminal block: 24Vdc @ 1A 
  
12W Maximum 
 

Operating: -10 to 60 C.  Storage: -40 to 70 C. 
 
5% to 95% RH, Non-condensing 
 

  

Network Cables 

RJ45: UTP Cat-5e, Cat-6, Cat-7  
 
SFP: 50/125μm Multimode Duplex MM Fiber Optic Cable 
 

  

 

http://www.ethercom.com/

